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soft drinks and non-alcoholic beverages
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More outstanding

Optimum brand presentation

Branding Branding

Coating/top and bottom rings Stainless steel liner

B In-mould labelling B Stickers

M In-mould coating I Silk screening

B Embossed printing B Laser printing

B Coloured rings B Electro-chemical signature

More complete
The ideal type for every application

B Fully coated: easy handling, can be coloured as required

B Partly coated: flexible and economical, with shock absorber effect from top and bottom rings
B ECO SOFT DRINK KEG: outstanding, light, robust, with PP top and bottom rings

B 100 % stainless steel: the classic KEG, long service life, easy to use



Dispensing

B Fitting: All L-fitting variations can be used
B Dispense heads: for each fitting (CC, PC and NC), the corresponding dispense heads are available
B Traceability: by means of coding such as character code, barcode, transponder or datixPLUS

SOFT DRINK KEGs are available in a wide range of dimensions

SOFT DRINKKEG DIN-Form

10.41 15.512 20.51 Technical data
2N glot 0 SazlOer Stainless steel liner material ~ Standard: mat. no. 14301, AlSI 304

Filling volume 101 151 201 Special: mat 14571, AIS1 316
ial: mat. no. 14571,
Height 326 mm 443 mm 560 mm pecial: mat. no
External @ 258 i 250 50 Full coating and partly coated PU (polyurethane), CFC-free, UV-stabilised
Weight! approx. 3.5 kg approx. 4.6 kg approx. 5.5 kg Top and bottom rings PP (polypropylene), UV-stabilised,
US-gal =3.7851  'weights with L-type fitting 2 nur vollummantelt erhéltlich (ECO KEG) recyclable material, replaceable
PU and PP colour Standard black, other colours on request
ECO SOFT DRINKKEG DIN-Form Neck and fitting L-system or special AFG basket and flat fitting
Operating overpressure 7 bar
Content >:21 10:41 15:51 2051 Test pressure 8 - 10 bar overpressure
137US-gal | 275Us-gal | 410Us-gal | 5.42Us-gal P P
Filling volume 5| 101 15 201 Opening pressure of 35 + 5 bar overpressure
Height 200 mm 396 mm 443 mm 560 safety bursting point Coca Cola 22 + 2 bar overpressure
External @ 239 mm 239 mm 239 mm 239 mm Numbering Standard, lasered (ECO KEG)
Weight! approx.20kg  approx.2.7kg  approx.34kg  approx. 4.0 kg standard, embossed (Sudex KEG)
US-gal=37851  Tweights without fitting 2 weights with L-type fitting Coding (options) Character code/transponder/barcode/

QR code (ECO KEG, Sudex KEG)

STAINLESS STEEL Slimline KEG o 237 Standard: dathPLU>
imfine 2 mm Alternative: transponder/barcode (SOFT DRINK KEG)

Content 20.41 Repairs Principally possible (SOFT DRINK KEG)
5.42 US-gal

Top and bottom rings replaceable (ECO KEG)

Filling volume 201

Height 568 mm Stackable SOFT DRINK KEG: yes

External @ 237 mm ECO SOFT DRINK KEG: yes
Weight! approx. 5.0 kg STAINLESS STEEL Slimline KEG: no

US-gal=3.7851  Tweights without fitting



